
Gallagher Bracelet

The bracelet is available in three sizes to ensure a snug 

and secure fit. It contains no moving parts, making it 

difficult to tear from the wrist, is hygienic, and has no 

metal exposed to the environment.

Ideal for high-traffic areas like healthcare, aged 

care, early childhood centres, aquatic facilities, and 

recreation centres, the bracelet provides fast access at 

busy doors.

The bracelet supports the Gallagher Encoding Service 

C196511 which engraves the card number on the 

inside of the bracelet, allowing for easy identification 

of the credential. Card numbers allow operators to 

provision the correct bracelet to users or remotely 

activate/deactivate the correct bracelets.

Minimum order quantity of 10 applies.

The Gallagher Bracelet provides a convenient, highly secure credential solution. 

The discrete unobtrusive design can be worn comfortably, including under 

clothing, allowing for  hands-free access.
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Product Product Description Dimensions (C x W x H)

C297401 MIFARE DESFIRE EV3 BRACELET 4K - Small 180 mm x 16 mm x 7.5 mm

C297402 MIFARE DESFIRE EV3 BRACELET 4K - Medium 195 mm x 16 mm x 7.5 mm

C297403 MIFARE DESFIRE EV3 BRACELET 4K - Large 210 mm x 16 mm x 7.5 mm

Technical Specifications

RFID Chip MIFARE DESFire EV3

Memory 4K Bytes

Operating Frequency 13.56 MHz

Operating Temperature -25°C to 70°C (-13°F to 158°F)

Storage Temperature -25°C to 125°C (-13°F to 257°F)

Material Silicone

Colour Black

IP Rating IP68 Waterproof

Warranty On Year

Gallagher strongly recommend the use of MIFARE® DESFire EV3 credentials for non-federated (PIV) sites. EV3 has no known weaknesses and is Common Criteria EAL5+ 
security certified. A rating of EAL5+ indicates strong defence amidst emerging threats and gives confidence that the technology will remain secure for significantly longer than 
competing alternatives. MIFARE® Classic or 125 kHz cards can be cloned or another card in series created.

08
/2

02
5

https://security.gallagher.com/Office-Locations
https://security.gallagher.com/Office-Locations
https://security.gallagher.com/
https://www.linkedin.com/company/gallagher-security
https://www.youtube.com/user/GallagherSecurityTV
https://www.facebook.com/Gallaghersecure/
https://twitter.com/GallagherSecure
https://security.gallagher.com/Unlock-More

