
Features and benefits:
• Superior voltage drop performance for the DC supply  

conductors, equivalent to three times the distance of a  
CAT5 cable

• Stranded conductors to allow easy distribution to  
multiple devices

Gallagher provides specialized cables ideal for the high speed HBUS communications 
protocol, and use in the installation of security systems.

HBUS Cables

security.gallagher.com

HBUS Cable C303900 External HBUS Cable C303901

Data pair: Stranded plain annealed copper wire, 
single pair, PE insulation.

0.75mm2 x 2C: Stranded plain annealed copper 
wire, two cores , PVC insulation, PVC sheath.

Data pair: Stranded plain annealed copper wire, 
single pair, PE insulation.

0.75mm2 x 2C: Stranded plain annealed copper 
wire, two cores, PE insulation; water resistant 
flooding compound, PE sheath.

Data pair

0.75mm2 x 2C

PVC sheath

Data pair

0.75mm2 x 2C

Water resistant  
flooding compound

Polyethylene sheath 
for UV resistance

• Wire sheaths match HBUS colours for easy recognition

• 300 meters of HBUS in an easy-feed box

• 1 meter markings along the entire cable
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GALLAGHER WORLD HEADQUARTERS
Kahikatea Drive, Hamilton 3206
Private Bag 3026, Hamilton 3240
New Zealand

TEL: +64 7 838 9800 
EMAIL: security@gallagher.com

REGIONAL OFFICES
New Zealand ................................... +64 7 838 9800
Americas ...................................... +1 877 560 6308
Asia ............................................... +852 3468 5175
Australia ...................................... +61 3 9308 7722
India ........................................... +91 98 458 92920

 
South Africa ................................ +27 11 974 4740
United Kingdom / Europe .......... +44 2476 64 1234
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DISCLAIMER: This document gives certain information about 
products and/or services provided by Gallagher Group Limited 
or its related companies (referred to as “Gallagher Group”). The 
information is indicative only and is subject to change without 
notice meaning it may be out of date at any given time.  Although 
every commercially reasonable effort has been taken to ensure the 
quality and accuracy of the information, Gallagher Group makes no 
representation as to its accuracy or completeness and it should 
not be relied on as such. To the extent permitted by law, all express 
or implied, or other representations or warranties in relation to the 
information are expressly excluded. Neither Gallagher Group nor 
any of its directors, employees or other representatives shall be 
responsible for any loss that you may incur, either directly or 
indirectly, arising from any use or decisions based on the 
information provided. Except where stated otherwise, the 
information is subject to copyright owned by Gallagher Group and 
you may not sell it without permission. Gallagher Group is the 
owner of all trademarks reproduced in this information. All 
trademarks which  are not the property of Gallagher Group, are 
acknowledged. Copyright © Gallagher Group Ltd.  All rights 
reserved.
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Technical Specifications

Part numbers

C303900    HBUS Cable

C303901    External HBUS Cable

HBUS Cable

Operating Temperature: C303900                 -15° to 90°C (5° to 194°F)

C303901                 -40° to 70°C (-40° to 158°F)

Conductor (Data Pair)

Material: Plain Annealed Copper Wire

Size: 21AWG

Construction: Stranded (14/0.2mm)

Nominal Characteristic Impedance: 100Ω

Power Conductor (0.75mmsq x 2C)

Material: Plain Annealed Copper Wire

Size: 18AWG 

Construction: Stranded (24/0.2mm)

Maximum Conductor DC resistance @ 20°: 26Ω/km

HBUS Cable

Dimensions Length 300m  (984ft)

Outside Diameter: 6.4 mm

HBUS Cable Box

Dimensions Height x Width x Depth 445 x 445 x 210mm (17.5 x 17.5 x 8.25in)

Weight 15.5kg (34.2lb)

Gallagher HBUS Cable

Dimensions


